
POWER DISTRIBUTION BOX
50A Power Distribution Box

Lind Equipment’s Power Distribution Box is 
designed to allow for quick and convenient 
access to electrical components, while
still maintaining a high level of safety and 
portability. This product features innovations 
that make it mobile, versatile, and easy to 
repair.
Features 

• Integrated GFCI Receptacles
• Dedicated Quad USB-A receptacle for 

charging mobile devices. 
• LED Indicator Light on the 50A Input 

Receptacle.
• Receptacles angled at 45° and protected 

with weatherproof covers.
• Internal components are located under a 

false top for easy access.
• Electrical components are easy to source 

and readily available.

Specifications
Part Number 92000

Input 50A 125/250V (California Standard)   

Output 50A 125/250V (California Standard)

Weatherproof 
Receptacles 
(NEMA Rating)

• 6 x 20A 125V GFCI Duplex (5-20R)
• 1 x 30A 250V Twist Lock (L6-30R) 
• 1 x 4.8A Quad USB-A

Weight 38 lbs

Dimensions 23.5” W X 16.5” L X 15.5” H

Enclosure Rating NEMA 3R

Construction Heavy-Gauge Powder Coated Steel

Approvals ETL Batch Approvals

Add-On Accessories

91006 - 50’ power cord
6/3 + 8/1 STOW w/ 50A plug and 
connector 

91007 - 100’ power cord 
6/3 + 8/1 STOW w/ 50A plug and 
connector

Dedicated Quad 
USB-A receptacle 
for charging in 
mobile devices.

Covered side pockets keep 
devices out of harm’s way 
and off the ground.

False-top under the lid provides 
protection from live electrical  
 components.

Weatherproof 
receptacles.

45-degree angled 
design provides 
increased 
protection.

Integrated handles 
and nesting 
brackets for easy 
transportation & 
storage.

NEMA 3R 
weatherproof 
enclosure.

Hinged lid allows for convenient 
on-site servicability.

info@lindequipment.net         1.877.475.LIND(5463)         lindequipment.net

An innovative take on traditional portable power and the smartest way to power your jobsite. 


